
HEAVY DUTY SOLID TIRES

HD

MEANT FOR PERFORMANCE

APPLICATIONS

Sidewall 
Apertures 
for Smooth 
& Stable 
Ride

100% 
Puncture 
Proof

Highly Wear 
Resistant 
Rubber 
Compound

3- time 
more Life 
compared to 
Pneumatic 
Tires

Underground Mining

Scrap Handling

Construction

Steel Mills

 Open Pit Mining

Recycling Yards
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C - 502, Sujay Garden, Mukundnagar, Pune 411037, India

Email

Cell

Website

:  sales@aceventura-ind.com

:  +91 8530759922/33

:  www.aceventura-ind.com   /   www.aceventura-ind.in

TECHNICAL SPECIFICATION

35x15-15 11.00 LUG 916 320 15180 6900
7.50-16 5.50, 6.00 LUG 736 193 5720 2600
8.25-16 5.50, 6.00 LUG 808 192 7260 3300
31x10-16 6.00 SLICK 785 255 7920 3600
33x12-20 7.50 SLICK 840 290 10384 4720
9.00-20 6.50, 7.00 LUG 972 226 9900 4500
10.00-20 7.50, 8.00, 8.50 LUG 1004 250 10560 4800
11.00-20 7.50, 8.00, 8.50 SLICK 1050 265 10560 4800
12.00-20 8.00, 8.50 LUG 1080 255 13860 6300
12.00-20 8.00, 8.50 SLICK 1140 295 13860 6300
13.00-20 8.00, 8.50 SLICK 1140 295 13860 6300
50x14-23 10.00 LUG 1275 308 20350 9250
12.00-24 8.50, 10.00 LUG 1183 301 16500 7500
14.00-24 10.00 LUG 1278 345 20350 9250
14.00-24 10.00 SLICK 1340 350 17600 8000
14.00-25 10.00 LUG 1275 308 20350 9250
16.00-25 11.25 L5 1500 410 19800 9000
16.00-25 11.25 SLICK 1500 410 22000 10000
17.5-25 14.00 L5 1340 440 20350 9250
17.5-25 14.00 SLICK 1340 440 20900 9500
18.00-25 13.00 SLICK 1610 460 26400 12000
20.5-25 17.00 L5 1480 510 18700 8500
20.5-25 17.00 SLICK 1500 510 23100 10500
23.5-25 19.50 L5 1610 580 21120 9600
23.5-25 19.50 SLICK 1610 580 28600 13000
26.5-25 22.00 L5 1720 650 31900 14500
26.5-25 22.00 SLICK 1720 650 35200 16000
29.5-25 25.00 L5 1870 740 40700 18500
35/65-33 28.00 L5 2030 850 52800 24000

All tires conform to ETRTO & TR&A standards. TR - Traction

Size Rim Width Pattern
OD SW Lbs. Kg

Dimensions in mm Load capacity at 25 km/h

L5 LUG SLICK
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